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General Characteristics                                   

Sanitizing detergent for surfaces with quaternary ammonium salts for domestic and professional use
compliant with HACCP protocols - for internal - external use.

Product type: 

Sanitizing detergent with quaternary ammonium salts that removes dirt, mites, germs and bacteria from the
surfaces.
Thoroughly cleans and sanitizes both internal and external surfaces, domestic environments, schools,
gyms, offices, etc. It can be used also for sanitation of wax-treated floors. 

Use: 

Recommended for daily hygiene of the whole house. With concentrated anti-odor formula of lemon essence
it eliminates odors and refreshes environments. Suitable where pets are present, also for the most delicate
surfaces. For professional use that complies with the H.A.C.C.P. protocol. Regulation (EC) n.852/2004 and
Legislative Decree 193/2007.

How to use it

Sanitizing cleaning: dilute RISANARE FORM 50 ml in 5 liters of water (1:100), wash without rinsing.

Deep cleaning: dilute RISANARE FORM 500 ml in 5 liters of water (1:10), wash and rinse.

Sanitary Cleaning: use RISANARE FORM pure with a soft sponge and rinse.

Suitable for surfaces: ceramic, terracotta, clinker, stoneware, natural stone, plastic laminates, linoleum,
rubber, PVC and painted wood.

 TECHNICAL CHARACTERISTICS

Ingredients compliant with the Regulations (EC) No. 648/2004
Contains Less than 5% cationic surfactants, non-ionic surfactants

Yield: Diluted 1:10 100 m2/lt  - Diluted 1:100 1000 m2/lt



Packaging: 1 lt – 5 lt – 20 lt

Safety Precautions:                                                        

For all information relating to the handling of the product as well as its correct disposal, please refer to the
Safety Data Sheet.  

 

Warnings                                                                         

The information contained in this sheet is provided to the best of our technical knowledge. However, these
indications and suggestions cannot have the value of a guarantee for the applicator, since the conditions of
use of the product are beyond our direct control. It is therefore advisable to ascertain the suitability of the
product for the specific case with preliminary tests.

 

Loggia Industria Vernici S.r.l. Via Colle d’Alba di Levante – 04016 B.go S. Donato - Sabaudia (LT) –
ITALY

Tel. (+39) 0773 562212, Fax (+39) 0773 562034. www.loggia.it, E-mail commerciale@loggia.it.

BVQI certified company for the UNI EN ISO 9001-2000 quality system.
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